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PRODUCT DATA SHEET

 Multipanel
· Description:

High density Polyurethane Structural panel

· Colour: 

Grey/ Blue
· Size: 


Sheet sizes 2400x1200mm
· Thicknesses;  

8mm, 12mm, 16mm, 18mm,25mm & 30mm
Construction 

Sanded 100%  Polyurethane

and Weights: 

8mm/ 5.2kg, 12mm/7.2kg, 16mm/9.2kg, 18mm/10.2kg, 25mm/13.5kg, 30mm/18kg.
· Texture: 

Smooth sanded finish with odd small mold holes on the back face.
· Density: 

210kg/m3. 
· Tensile Strength:
2.9Mpa  
· Shear Strength:
1629 kPA
· Source: 

Australian Manufacture

        

· Grade:


 1st Grade


· Workability:

Multipanel is easy to cut drill and router with standard wood working tools. Additionally 



works well on CNC machines. Sheets are bendable with the application of heat from a 



standard heat gun. Multipanel is non- toxic, non carcinogenic and is not considered harmful 


however inhalation of dust should be avoided.

· Durability: 

Durable and suitable for both Exterior and interior application.

 

· Uses: 


Many, including Marine interior fitout, Aviation, R/V’s and trailers, building, cladding, 



fencing, feature walls, signage, water features and decorative mouldings.
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